
C SERIES SELF CONTAINED 
ICE CUBE MAKER
Entirely made of stainless steel, the  
C Series solid ice cube makers from Kastel 
are a premium product and incorporate 
all the latest technology to ensure the 
highest efficiency and a long service life. 

The ice is produced by spraying water 
on a horizontally mounted copper 
evaporator which freezes and forms 
high density, crystal clear ice cubes. 

Purer than the water from which they are 
made, solid crystal clear cubes are the best 
option for all those situations where we 
need to keep drinks cool for a long period 
of time without watering them down.

LARGER BACK COUNTER MACHINES: Having one 
of the largest production and storage capacities 
available in self contained ice machines, these 
machines offer a large amount of ice as and when 
necessary can be fitted in most work areas.  

These machines can be used for hotels, 
restaurants and clubs. Ice Machine Solutions’ 
range of Kastel ice makers are also available 
with electronic boards or mechanical timers. 
All models are for ‘tropical use’ where they 
can produce ice even at room temperatures 
of 43°C and water temperature of 35°C.

Product Information

ICE CUBE MAKERS

C SERIES 
C120/C150

C175

Features
° Full stainless steel shell and door
° Available in electronic or mechanical
° Technical support available
° Spare parts for most makes and models

18gm full crystal clear hard  
ice cube

Manufactured in Italy

Energy efficient

Stainless steel body and door



To Scale: All dimensions 1:10 (ie 10mm of product = 1mm on drawing)
H

W D

Electric Plug

29
0m

m

33
5m

m 37
0m

m

Drain
Inlet Water

Product Information

ICE CUBE MAKERS

 C120 C150 C175
Control System C120A    C120A-M C150A    C150A-M C175A    C175A-M

Cooling System Air / Water Cooled Air / Water Cooled Air / Water Cooled

Ice Production in 24 Hours 120kg Up to 6764 cubes 150kg Up to 8235 cubes 175kg Up to 10294 cubes

Ice Production per cycle 108 cubes  108 cubes 108 cubes

Storage Capacity 75kg 75kg 75kg

Voltage Standard 220-240V - 50Hz 220-240V - 50Hz 220-240V - 50Hz

Power Consumption 1000W 1700W 1700W

Type of Refrigerant R 404 A R 404 A R 404 A

Dimensions (W x D x H) 840 x 745 x 1070mm 840 x 745 x 1070mm 840 x 745 x 1070mm

Legs* + 80-150mm + 80-150mm + 80-150mm

Net Weight 108kg 108kg 113kg

Packing Dimensions 920 x 820 x 1205mm 920 x 820 x 1205mm 920 x 820 x 1205mm

Gross Weight 118kg 118kg 123kg

C SERIES  
C120/C150

C175

38°C 70% 65% 60% 55% 50%

32°C 80% 70% 60% 55% 55%

25°C 90% 80% 70% 60% 60%

15°C 100% 100% 80% 70% 65%

10°C 105% 100% 90% 80% 70%

10°C 21°C 32°C 38°C 43°C
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AMBIENT-TEMPERATURE

A = Electronic    A-M = Mechanical Control   *Options Available

DISTRIBUTED BY:

Kastel S.r.l. - Via Fusina 1/a 31033 Castelfranco Veneto (Treviso) ITALY
Tel. (+39) 0423-724061 - Fax. (+39) 0423-743222 - www.kastelice.it info@kastelice.it
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38°C 70% 65% 60% 55% 50%

32°C 80% 70% 60% 55% 55%

25°C 90% 80% 70% 60% 60%

15°C 100% 100% 80% 70% 65%

10°C 105% 100% 90% 80% 70%

10°C 21°C 32°C 38°C 43°C

TEMPERATURA AMBIENTE
AMBIENTE-TEMPERATURE             

KP 60/40 KP 80/40 KP 100/60

Sistema di controllo - Control system M / E M / E M / E

Raffreddamento - Cooling system A / W A / W A / W

Produzione in 24h - Production in 24 h 60 kg Up to 3529 cubes 80 kg Up to 4705 cubes 100 kg Up to 5882 cubes

Produzione pre ciclo - Production per cycle 64 ice cubes 64 ice cubes 64 ice cubes

Capacità deposito - Storage capacity 40 kg Approx 2352 cubes 40 kg Approx 2352 cubes 60 kg Approx 3529 cubes

Voltaggio standard - Voltage Standard 230 V - 50Hz 230 V - 50Hz 230 V - 50Hz

Potenza assorbita - Power consumption 850 W 900 W 1000 W

Tipo di refrigerante - Type of refrigerant R 404 A R 404 A R 404 A

Dimensioni (LxPxH) - Dimensions (WxDxH) 740x605x915 mm 740x605x915 mm 740x605x1015 mm

Piedini - Feet + 55÷85 mm + 55÷85 mm + 55÷85 mm

Peso netto - Net Weight 72 kg 72 kg 87 kg

Dimensioni imballo (LxPxH) 
Packing dimensions (WxDxH)

820x680x1052 mm 820x680x1052 mm 820x680x1150 mm

Peso lordo - Gross weight 80 kg 80 kg 96 kg

ACCESSORI:

Filtro meccanico
Filter System
- Filtro meccanico per riduzione 
dei sedimenti.

- Filter system for sediment.

Acido citrico - Cytric
- Acido citrico ad uso alimentare 
per rimozione calcare.

- Cytric acid for food service to 
removecalc.

Pompa scarico - Drainpump
- Pompa di scarico esterna per 
fabbricatore di ghiaccio. Portata 
massima 8 l/min. Altezza massi-
ma pompaggio 5 m.
- External drain pump for ice ma-
ker. Flow max. 8 l/min. 

Dosatore di Sali polifosfati 

- Dosatore di Sali polifosfati, per 
prevenire deposito di calcare. 
Ogni unità comprende 2 buste. 

- 
scale built-up. Each unit include 2 

 M = Meccanical control E = Electronic control W = Water cooled A = Air cooled


